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Features
FBI Certified

FBI Mobile ID FAP 60

International Standards

ISO19794-2, ISO19794-4, ANSI 378, ANSI 381 and

WSQ supported

Live Finger Detection (LFD)

LFD prevents fraud by screening the liveness of the 

captured fingers

Advanced Algorithm

The NIST MINEX III compliance with  fingerprint algorithm 

delivers the highest extraction and matching performance

AES-256 Encryption (Optional)

encryption (AES-256 for short) ensures fingerprint data 

security during transmission

Correction and Authentication

Supports auto correction and 360-drotation 

authentication

Different OS Support

Windows2000, XP, Vista, Windows 7 / 8 / 10, 

Android, Linux and other embedded systems

Comprehensive SDK

Comprehensive software development kit is 

available for development and integration

Strong Adaption

Flexible adaption for dry, moist and rough 

fingerprints

IP65 Rated Ingress Protection

IP65-rated enclosure to protect from dust and water. 

FS460

Secure and rugged. FS460 is an FBI-certified mobile ID FAP60 compatible fingerprint scanner.The larger sensing area 

(88.0 x 86.0 mm) enables it to capture more biometric data from fingerprints. FS460 fingerprint scanner is also equipped 

with Live Finger Detection (LFD) and AES-256 encryption, making it the perfect solution for applications that require even

higher standard of accuracy and security.



TECHNICAL SPECIFICATIONS

Applications
Finance and Banking

Healthcare

Law Enforcement

Network Security

Hospitality

Telecommunication

Physical Parameter 
Dimension 

Performance Parameter

Opera�on Environment

Capture Mode

Platen Size 

Sensing Area 

Fingerprint Image Size 

Image Resolu�on 

Gray level

Op�cal Touch

≥88.0mm*86.0mm

Single Finger≥32.5mm*32.5mm

Fouer Finger≥81.2mm*76.2mm

Single Finger≥640*640 pixel

Fouer Finger≥1600*1500 pixel

500 dpi

8 bits, 256 level

178.5*145*103.5mm(L*W*H) 

Cer�fica�on

Supported OS

CE, FCC, RoHS

Windows / Android  

Work Voltage

Work Current 

Temperature 

Humidity 

ESD 

5.0 V

≤150mA

-10℃ ~55℃

10~93% R.H

Contact: ± 8KV Air: ± 15KV
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